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INSTRUCTIONS 
CLONING SOFTWARE 


CS-SIPLUS 


m@ System requirements 


& This cloning software is designed for data entry, 
settings, and cloning of the ID-51A/E VHF/UHF 
TRANSCEIVER. 

© The CS-51PLUS has a Help file to describe func- 
tions and operation. 


To use this cloning software, the following items and 
computer systems are required: 


¢ Transceiver 
The ID-51A/E with a serial number seal that has 
“PLUS?” on it. 


Mor 


(:ID-51A 
PLUS 


[e) 
ICOM 


The illustration above shows the ID-51A version. 


¢ Operating System (OS) 
Microsoft® Windows Vista® (32/64bit) 
Microsoft® Windows® 7 (32/64bit) 
Microsoft® Windows® 8 (32/64bit)* 
Microsoft® Windows® 8.1 (32/64bit)* 
“Except for Microsoft® Windows® RT. 


\ 


Y NOTE: 
4% These instructions are based on using Microsoft® 
Y Windows? 7. 


SS 


¢ Others 
Data cable + a USB port 
OR 
microSD card + a memory card reader or 
memory card slot 


<Data cable + a USB port> 
¢ Optional OPC-2218LU DATA CABLE 
OR 
Optional OPC-2350LU DaTA CABLE 
¢ A USB 1.1 or 2.0 port 


<microSD card + a memory card reader or 
memory card slot> 
¢ microSD card (purchase separately) 
¢ Memory card reader or Memory card slot to read 
the microSD card (purchase separately) 


lm Usable microSD card 


% The microSD and microSDHC cards are not avail- 
GZ able from Icom. Purchase separately. 


Icom has checked operation with the following mi- 
croSD and microSDHC cards. 


(As of August 2014) 
Brand Type Memory size 
microSD 2 GB 
4GB 
SanDisk® 8 GB 
i DH 
microSDHC 16 GB 
32 GB 
G ° Through the rest of this document, the microSD 
Y card and a microSDHC card are simply called mi- 
G croSD cards. 
Y ¢ The performance of the cards listed above is not 
YG. guaranteed 
Z Quaranteed. 


@ USB driver installation 


To use the OPC-2218LU DATA CABLE or the OPC- 
2350LU DATA CABLE, you must install a USB driver. The 
latest USB driver and installation guide can be down- 
loaded from the Icom website. 

Read the guide carefully, before installing the driver. 


NOTE: 

¢ DO NOT connect the transceiver to the PC with the 
OPC-2218LU until the USB driver installation has 
been completed. 

¢ The driver is not supported by the Windows® auto- 
matic recognition system. 


WMQAGQW 
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@ Software installation 


Y When installing the software, log in as the adminis- 
Yy trator. 


@ Make sure no other applications are running. 
@)Insert the CD into a CD drive. 
(3) Double-click “Menu.exe” on the CD. 
Y Depending on the PC setting, the Menu screen 
Y shown below is automatically displayed. 

= ID-51 
Menu screen 


Installs the 
CS-51PLUS 
@ Click [Cloning software Installer]. 


¢ If “User Account Control” appears, click [Yes] to contin- 
ue. 
(©) “Choose Setup Language” appears. 
Select ‘English’ or ‘Japanese, and then click [Next>]. 
¢ In this document, the ‘English’ option is used. 


r y 
CS-51PLUS - InstallShield Wizard (Sa =) 
Choose Setup Language 
Select the language for the installation from the choices below. 
LEE 
Japanese 


Select language 


Click 


Back 


L A 


©“Welcome to the InstallShield Wizard for CS- 
51PLUS” appears, and then click [Next>]. 


r 
Icom CS-51PLUS Setup 


x) 


Welcome to the InstallShield Wizard for 
CS-51PLUS 


The InstallShield Wizard wil install CS-51PLUS on your 
computer. To continue, click Next. 


Click 


Back 


@*Choose Destination Location” appears, and then 
click [Next>]. 
¢ If desired, click [Browse...] to select another destination 
folder before clicking [Next >]. 


x=) 


» 


To install to this folder, click Next. To install to 4 different folder, click Browse and select 
another folder. 


i 
Icom CS-51PLUS Setup 


Choose Destination Location 
Select folder where setup will install files. 


Setup will install CS-51PLUS in the following folder. 


Confirm 
Destination Folder 
C:\Program Files\Icom\CS-51 PLUS 
Click 


L 7 | 


(8) After the installation is completed, “InstallShield Wiz- 
ard Complete” appears, and then click [Finish]. 


= 
Icom CS-51PLUS Setup 


InstallShield Wizard Complete 


Setup has finished installing CS-51PLUS on your computer. 


Click 


Back Cancel 


L 


(Click [Quit] on the main menu. 

Eject the CD. 

()A program group ‘CS-51PLUS’ appears on the pro- 
gram menu, and a ‘CS-51PLUS’ shortcut icon ap- 
pears on the desktop. 
¢ You can uninstall the cloning software using “Uninstall a 

program” in the Windows Control Panel. 


Refer to the Help file of the cloning software for as- 
sistance with the functions or settings. 

To open the Help file, click [Help] in the top menu of 
the cloning software and select “Contents,” or simply 
push the [F1] key of the PC’s keyboard. 
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Cloning from a PC using a microSD card 


To clone from a PC using a microSD card, follow the steps described below. 
| Step1 | Insert a microSD card into your PC’s card reader or card slot 
| Step2 | Make the initial set up 

BESC:E ME Cloning (page 4) 


H@ microSD card and a PC connection 


NOTE: If you use a brand new microSD card, first format the card. 
See section 2 of the ID-51A/E Basic Instructions for details. 


@ Save the transceiver’s settings data in the “icf” file © About the microSD card’s folder composition 
format onto the microSD card. Open the “Save Set- 
ting” on the transceiver’s MENU screen to save. 
(MENU > SD Card > Save Setting) shown tothe ant 

@Turn OFF the power, and remove the microSD card au 


; The transceiver’s setting 
from the transceiver. 


@) Insert the card into the microSD card slot of the PC data IGE file) is stored 
or the microSD card reader, as illustrated below. in the [Setting] folder. 
@ Copy the transceiver’s setting data (ICF file), stored 
in the [Setting] folder of the card to a PC local fold- 
er. 


The folder composition 
on the microSD card is 


F 
J 
microSD «> [_R=ac 
card to the Card 
Transceiver reader 


to the Card slot 


Initial setup window 


Before using this software, read the instructions thor- 
oughly, and follow the steps below to make the initial 
setup in order to send the transceiver version informa- 


f [initial Setup x=) 
tion. 
Thank you for purchasing the Icom ID-51 - TcoM 
NOTE: When the transceiver version information is fede teats cals. flsna os eee Weta ba nko a tment 
not correctly sent to the software some items may up in order to send the version information of the ID-51 to the software a 
: : 
not appear on the software sheets. (1) Connect he kanecelver andthe PC with he data cable, 
(2) Click the [COM Port] radio button, then select the correct COM port 
number from the drop-down list @ COM Port 
@ Click the [microSD] radio button. (3) Click [OK] to open the cloning screen hs 
@)Click [Open...] to show the data file selection win- res Click ommm 
dow. Select the ICF file, saved in “microSD card and 
a PC connection,’ as described above. 
. a Cc | 
(Click [OK] to read the selected file, and open the Click Esa 
cloning window. 4 
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Cloning from a PC using a microSD card (Continued) 


@ Programming information 


¢To prevent data loss, you should first copy the set- 
tings data (ICF file) on the card to the PC. After copy- 
ing, read the data into the cloning software, before 
editing or entering new software parameters. 

¢ Before editing or entering new data, make a backup 
file onto your PC. A backup file allows easy restoring 
even if the setting data in the microSD card is acci- 
dentally deleted. 

¢ Be sure to turn OFF the power before inserting or 
removing the microSD card. 

¢ NEVER remove the microSD card, detach the battery 
pack/case, or power OFF the transceiver, while read- 
ing or writing data to or from the microSD card. It will 
cause the data to be corrupted or damage the card. 


@ Cloning operation 


To clone the memory channels, MENU item settings 
and repeater list, input the CS-51PLUS CLONING SOFT- 
WARE, using a microSD card, follow the steps below. 


() Set the desired memory channels, MENU item set- 
tings and the repeater list in the CS-51PLUS cLon- 
ING SOFTWARE, and then save them in an “icf” file for- 
mat in a folder on your PC. 

(2) Copy the ICF file into the [Setting] folder in the [ID- 
51] folder on the microSD card. 

@)Insert the microSD card that includes the ICF file 
into the slot of the transceiver, then load it to com- 
plete the cloning. 

MENU > SD card > Load Setting) 


= 


NOTE: 

¢ After loading, the contents of the ICF file will 
overwrite the current data. 

¢ The loading contents can be selected between 
“ALL,” “Except My Station,” and “Repeater List 
Only.” Select “Repeater List Only” to load only 
the repeater list into the transceiver. 

¢ The original skip settings in your repeater list 
can be kept when loading. When “Keep ‘SKIP’ 
setting in Repeater List?” appears, select “YES” 
to keep the skip settings in the repeater list. 

¢See section 2 of the ID-51A/E Advanced In- 
structions for details. 


SOA A RR 0QNNW 


@ Turn OFF the power, then turn it ON again to oper- 
ate the transceiver with the loaded data. 


Copying the ICF file in the PC into the 
microSD card 


=e x 


=» AutoPlay 


Removable Disk (F:) 


al 


General options 


Open folder to view files 
ING dows Explore 


Aiba Use this drive for backun 


[| © feta 
Je - > Com... » Rem... > ~|4 | $ 
Organize v Share with ¥ Burn» ia i @ 
& Videos a Name 7 
)) 1-51] <———————_ Click 
a Ccanicis 
Organize v Share with ¥ Burn New folder 
wy Favorites = nour 
i csv 
(@@ Libraries DA Gps 
=| Documents n) QsoLog 
@) Music ). Reply 
| Pictures . ad RxLog 
& Videos ; <—_——— Click 
Voice 


Vv 


Overs > Computer » Removable Disk (F:) » ID-51 


Organize v Share with ¥ Burn New folder 
= Name ° 
1 Computer 
& Local Disk (C:) __, Set20140814_01.icf }€— The setting 
data 
A-7178-1EX 
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Cloning from a PC using an optional data cable 


To clone from a PC using an optional data cable (OPC-2218LU or OPC-2350LU), follow the steps below. 
| Step1 | Connect the transceiver and PC using an optional data cable 

| Step2 | Make the initial set up 

BESG:E ME Cloning (page 6) 


NOTE: 

Before reading or writing cloning data, the “DV Data TX” setting of the transceiver must be set to “PTT.” Otherwise, 
when data is input from a PC through the [DATA] jack, the transceiver automatically transmits it. 

(MENU > DV Set > DV Data TX) 


@ Transceiver and a PC connection using an optional data cable 


@) Install the USB driver. 
¢ Download and install the latest USB driver from the 
: OPC-2350LU 
Icom website. (purchase separately) to a USB port 
See the OPC-2218LU or the OPC-2350LU instruction 1 ——J 
manual for details. | HHS | 
(2) Make sure the transceiver power is OFF. LE 
Spgs an optional data cable as illustrated to the I tof ssecuy oc a : 
rignt. jack OPC-2218LU _—‘ toa USB port 
Push [cy] to turn ON the transceiver. (purchase separately) 
Initial setup window 
Before using this software, read the instructions thor- 
oughly, and follow the steps below to make the initial 
setup in order to send the version information of the : 
transceiver to the software. Initial Setup [in 
; el : = = all [) 
NOTE: When the version information of the trans- Poppi ev ae amr he sagen ee with a PC ICOM 
i i Bef th fh follow the steps below t k itial set 
GalNiel IS not correctly sent to the software, some sis Wo ditior i cond tna Veizina Whomadlion otihem)-c1 is tin SEROEIE. : 
items may not appear on the sheets. A: When using the optional data cable 
(1) Connect the transceiver and the PC with the data cable. 
(2) Click the [COM Port] radio button, then select the correp#+COtteas, 
(Click the [COM Port] radio button. ey ping Click => Coueet 
) 1 ’ 
(Select the correct COM port number from the drop- When using the data cable, a USB driver installation is necessary. c a 
down list or directly enter the COM port number The latest USB driver can be downloaded from the Icom website Wei 
, 
into the box. 
° _ the “Driver Installation Guide” to check the COM Click =I] cancel 
port. 


(3) Click [OK] to open the cloning screen. 
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Cloning from a PC using an optional data cable (Continued) 


@ Programming information 


¢ To prevent data loss, you should first read (download) 
all the transceiver’s data before entering or editing 
parameters using the cloning software. 

¢ Before editing or entering, make a backup file onto 
your PC. A backup file allows easy restoring even if the 
setting data in the transceiver is accidentally deleted. 


@ Cloning operation 


To clone the memory channels, MENU item settings 
and repeater list using an optional data cable, follow 
the steps as described below. 


@ Push [MENU] on the transceiver, and then follow the 
steps described below to display the clone mode. 
(MENU > Others > Clone > Clone Mode) 

(2)Click *8, or select “Read <- TR” in the [Clone] menu 
to start reading the data from the transceiver. 

Also, click gs! or select “Open Ctrl+O” in the [File] 
menu to open the ICF file to write to the transceiv- 
er. 

(3)Program the settings for each function, using the 
CS-51PLUS. 
¢ See the Help file of the CS-51PLUS for assistance. 

@ Click *8, or select “Write -> TR” in the [Clone] menu 
to write the programmed data into your transceiver. 


y NOTE: After writing, the programmed data will 
% overwrite the current data. 


©)After the reading is completed, the transceiver re- 
turns to the menu screen. 
After the writing is completed, the screen to the right 
will appear. 
Turn OFF the power, then turn it ON again to oper- 
ate the transceiver with the loaded data. 


¢While reading or writing (uploading) cloning data, 
NEVER turn OFF the transceiver or the PC, and 
NEVER disconnect the cable. Otherwise, the data 
could be lost or deleted. 


The transceiver’s display 


CLONE 1 


Clone Mode 


Clone Master Mode 


CLONE 1A 


Go to the 
Clone Mode? 


CLONE 


The Clone Mode display 


ge DDD 


CLONE OUT 


>»> 


When the PC starts 
reading the data from 
the transceiver. 


CLONE |W When the PC starts 
writing the pro- 
grammed data into the 
transceiver. 


ge >»>> 


CLONE END 


Cloning is complete. 


Push 
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Latest ICF file and CSV files down- 


loading 


The latest ICF file and CSV files can be downloaded 
from the Icom website. 


Access the following URL to download the latest data. 
http://www.icom.co.jp/world/support/download/firm/ 
index.html 


(Right-click on the downloaded compressed file and 
select “Extract All...” to unzip it. 
A “51P_USA_140725” folder will be created on the 
same place where the downloaded file is saved. 
* File Name: 51P_USA_140725.zip 


f 


Depending on the 
updated file date. 


Depending on the version. 


Y This instruction manual describes when the file 
% name is “51P_USA_1 40725.zip,” for example. 


\\ 


For your reference: 

The downloaded ZIP file includes: 

* Settings file (ICF file) 

¢ Call channel (CSV file) 

¢ GPS memory (CSV file) 

¢ BC radio memory (CSV file) 

¢ Repeater list (CSV file) 

¢ Your (Destination) call sign memory (CSV file) 


<Settings file (ICF file)> 

All setting data of the transceiver is stored in the ICF 
file. 

¢ See to the right to program. 

¢ See pages 4 and 6 to clone. 


File Name: 51 P_USA_140725.icf 


i 


Depending on Depending on the 
the version. updated file date. 


<Each CSV file> 

The name of a CSV file represents the content. 
¢ See page 9 to program. 

¢ See page 8 to import. 

¢ See page 9 to export. 


File Name (Example): 51PUSARpt140725.csv 


Depending on the|/Depending on the 
type of a CSV file. || updated file date. 


(2) Copy the settings file (ICF file) and CSV files con- 
tained in the downloaded ZIP file to a folder on your 
PC. 


Depending on 
the version. 


Entering data in the settings file 


This section describes how to enter data in the 
downloaded settings file (ICF file). 


1. Settings file (ICF file) editing 


Before starting to enter, make an initial set up in order 
to send the version information of the transceiver to 
the software. (pp. 3, 5) 


@ Click w& or select “Open Ctrl+O” in the [File] menu 
of the CS-51PLUS to open the ICF file, saved in 
“Latest ICF file and CSV files downloading” as de- 
scribed to the left. 

(2)Program each setting for each function, using the 
CS-51PLUS. 
¢ See the Help file of the CS-51PLUS for assistance. 


NOTE: 

You can edit the CS-51 ICF files with the CS-51PLUS. 
However, those files cannot be re-edited with the CS- 
51. 


2. Settings file (ICF file) saving 


=» Click fj or select “Save Ctrl+S” or “Save As...” in 
the [File] menu of the CS-51PLUS to save the ed- 
ited file (ICF file) to a folder on your PC. 


Y See pages 4 and 6 for about how to write the saved 
7 \CF file to the transceiver. 


NOTE: 

The ICF (Icom Cloning Format) file, including the de- 
fault values, can be downloaded from the Icom web- 
site. 


To reset the settings of the transceiver to their default 
values, copy the downloaded ICF file contained in the 
supplied CD of the transceiver, to a local PC folder, 
and then write it to the transceiver. 
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Importing the repeater list in a CSV format file 


Read this section before importing the repeater list in 
a Comma Separated Values (CSV) format file to write 
the repeater information to the transceiver. 


Other CSV files contained in the downloaded ZIP file 
can also be imported in the same procedure. 


1. Reading the data from the transceiver 


=» Click *8, or select “Read <- TR” in the [Clone] menu 
to start reading the data from the transceiver. 

Y Before importing, make a backup file of all the 

Y transceivers data onto your PC to prevent data 

Y loss. 


\N 


2. Repeater list import 


(Select the “Repeater List” folder or each repeater 
group on the tree view screen of the CS-51PLUS. 
(2)Click “Import” in the [File] menu, and then click 

“All... 

¢ The repeater information in a CSV file will be im- 
ported, and sorted into all groups, according to the 
group number. 


NOTE: When “Group...” is selected, all repeater 
information in the file will be imported into the re- 
peater group, selected in step . 

If you select the “Repeater List” folder in step , 
Y, “Group...” cannot be selected. 


WMA AW 


(3) The [Open] screen appears. 

Select the CSV file, saved in “Latest ICF file and 

CSV files downloading” described on page 7, and 

then click [Open]. 

@The “Import from the file” dialog appears, and then 
click [OK]. 

¢ If [Cancel] is selected, the importing will be cancelled. 

(©)The “Keep ‘USE(FROM)’ setting in Repeater List?” 
dialog box appears, and then click [Yes] or [No] to 
start importing. 

¢Yes: If the repeater call sign in your original repeat- 
er group is in the CSV file format, the original 
“USE(FROM)” settings will be kept when import- 
ing. 

«No: Even if the repeater call sign in your original re- 
peater group is in the CSV file format, the original 
“USE(FROM)” setting will be replaced when im- 
porting. 

©The repeater information of the repeater list is read 
to the CS-51PLUS. 

¢ Import is complete. 


¢ See page 6 for details about how to write the im- 
ported repeater list to the transceiver. 

¢ See page 9 for details about how to program or 
export the repeater list. 


Oy 


When an optional data cable is used: 
The setting contents, except the repeater list, can be 
retained by doing the following procedures. 


<Tree view screen of the CS-51PLUS> 
a 


File View COM Port Clone Option - 
Ci || tal) °S || 

ef 1-51 

4) Memory GH 

fa CALL CH 

+) Program Scan Link 

+ BG Radio Memory 

[2 DTMF Memory 


cs Digital 
Fa Vaww Call Sien 


“Repeater List” 


folder 
fB 02: Asia 
— mr le , 
Repeater group [f@ 03: Australia 
[B@ 04: Canada 
r 
CS-51PLUS a 


Import from the file, 
All Repeater List will be cleared. 
Are you sure? 


a 
CS-51PLUS — 


About the “USE(FROM)” setting 

Select whether or not the repeater can be selected as 
an access repeater (FROM), when you rotate [DIAL]. 
If “NO” is selected, the repeater does not appear in 
the “FROM?” selection, and is skipped during a DR 


scan. 
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Programming and Exporting the repeater list in a CSV format file 


Read this section before programming and exporting 
the repeater list ina Comma Separated Values (CSV) 
format file. 


1. Programming the Repeater list 


(Select the desired repeater group in the “Repeat- 
er List” folder on the tree view screen of the CS- 
51PLUS. 

(2Program each item of the repeater list, using the 
CS-51PLUS. 
¢ See the Help file of the CS-51PLUS for assistance. 


2. Exporting the Repeater list 


(Select the “Repeater List” folder or each repeater 
group on the tree view screen of the CS-51PLUS. 
(2)Click “Export” in the [File] menu, and then click 

“Group...” or “All...”. 


% NOTE: If you select the “Repeater List” folder in 
Y step (D, “Group...” cannot be selected. 


¢ Group...: Exports repeater information programmed in 
only the selected group. 

eAll...: Exports repeater information programmed in 
all groups. 

(3)When the “Save as” window appears, save the data 
in a CSV format using a individual file name. Then 
save it in a CSV format file to a folder on your PC, 
and the exportation is completed. 


Icom, Icom Inc. and the Icom logo are registered trademarks of Icom 
Incorporated (Japan) in Japan, the United States, the United King- 
dom, Germany, France, Spain, Russia and/or other countries. 
Microsoft, Windows and Windows Vista are registered trademarks of 
Microsoft Corporation in the United States and/or other countries. 
All other products or brands are registered trademarks or trade- 
marks of their respective holders. 


Icom Inc. 
1-1-32 Kamiminami, Hirano-ku, Osaka 547-0003, Japan 


<Tree view screen of the CS-51PLUS> 
r a 


File View COM Port Clone Option -£ 
Dol ta) 8 -t| | 
i) ) ID-51 
+ Memory GH 
[a CALL CH 
+ Program Scan Link 
ES BC Radio Memory 
[— DTMF Memory 
=) Digital 

F_Vaww Mall Cien 
— — | EEE) 
fB 41: Africa 
[B 02: Asia 

ae oe - 

Repeater group [2 03: Australia 
[@ 04: Canada 


“Repeater List” 
folder 


Count on us! 
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